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HERZ PIPEFIX

HERZ PIPEFIX 
Pipes and fittings

Data sheet for PIPEFIX, Issue 0620

Pipes

Plastic composite pipe PE-RT TYPE II / AL/ PE-RT TYPE II, multilayer pipe for complex installation tasks in heating, 
air conditioning and sanitary installations. System tested with HERZ PIPEFIX press and screw fittings or connectors. 
Delivered in coils or rods.

Pipe Ø x wall 
thickness [mm]

Aluminium 
number [mm]

PE-RT TYPE II / AL/ PE-RT 
TYPE II pipe coil

PE-RT TYPE II / AL/ PE-RT 
TYPE II pipe rod

10x1,3 0,2 3 C101 30 -

16x2 0,4 3 C160 20 3 C160 34

16x2 0,2 3 D160 20 3 C160 46

20x2 0,4 3 C200 20 3 C200 34

20x2 0,25 3 C200 30 3 C200 38

26x3 0,5 3 C260 30 3 C260 35

26x3 0,35 3 C260 40 3 C260 39

32x3 0,5 3 C320 30 3 C320 35

40x3,5 0,5 3 C400 30 3 C400 36

50x4,0 0,6 - 3 C500 40

63x4,5 0,8 - 3 C630 45

Technical specification

Maximal operation temperature 70 °C-90 °C depending on the application class

Maximal operation termperature (max.1 year) 95 °C

Emergency operation temperature (max. 100 h) 100 °C

Minimum operation temperature * - 20 °C

Maximal operation pressure 8-10 bar depending on the dimension

Maximal operation pressure (max. 1 year) 12 bar

Thermal conductivity 0,47 W/mK

Internal surface roughness 0,007 mm

Coefficient of linear expansion 0,023 mm/(mK)

Oxygen permeability <0,1 g/m³d

PE-RT pipe
PE-Polyethylen
RT-raised temperature
     

Polyethylene, white finish

Glue

GlueButt welded aluminium pipe
with oxygen barrier 
0,2 - 0,8 mm0.2 - 0.8 mm

PE-RT,
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 Plastic composite pipe PE-RT TYPE II / AL/ PE-RT TYPE II, with insulation
Pipe Ø x wall thickness [mm] Aluminium thickness [mm] Insulation thickness [mm] Order number

16x2 0,2 6 3 D160 06

16x2 0,2 9 3 C160 44

16x2 0,2 13 3 D160 13

16x2 0,4 6 3 C160 06

16x2 0,4 9 3 C160 09

20x2 0,25 6 3 D200 06

20x2 0,25 9 3 D200 09

20x2 0,25 13 3 D200 13

20x2 0,4 6 3 C200 06

20x2 0,4 9 3 C200 09

26x3 0,35 6 3 D260 06

26x3 0,35 9 3 D260 09

26x3 0,35 13 3 D260 13

26x3 0,5 6 3 C260 06

26x3 0,5 9 3 C260 09

32x3 0,5 6 3 C320 06

32x3 0,5 9 3 C320 09

 Technical specification
Maximal operation temperature 70 °C-90 °C depending on the application class
Maximal operation termperature (max.1 year) 95 °C
Emergency operation temperature (max. 100 h) 100 °C
Minimum operation temperature * - 20 °C
Maximal operation pressure 8 - 10 bar depending on the dimension
Maximal operation pressure (max. 1 year) 12 bar
Thermal conductivity 0,47 W/mK
Internal surface roughness 0,007 mm
Co- efficient of linear expansion 0,023 mm/(mK)
Oxygen permeability <0,1 g/m³d
Insulation LDPE foam with PE coating
Thermal conductivity 40 °C - 0,04 W/mK; 10 °C - 0,036 W/mK
Fire classification according DIN 4102 B1

Reaction to fire EN 13501-1 foam: Bls1d0; foam with coating: Cls1d0
Water vapor diffusion number DIN 52615 μ ≥ 16000
Outer casing white, black lettering

* Attention at temperature <0 °C: pipe embedded firmly, no external mechanical stress (bending, permanent 
vibration, impact stress etc.), no ice formation in the pipe

Plastic Composite Pipe PE-RT, Type II “Pipe in pipe” in protective tube

Pipe Ø x wall thickness [mm] Aluminium thickness [mm] Order number

16x2 0,2 3 C160 42

16x2 0,4 3 C160 33

20x2 0,25 3 C200 40

20x2 0,4 3 C200 33

 Linear Deformation of Pipes
There are three reasons for deformation of a pipe:
• Temperature change
• Internal pressure
• Chemical influences
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Chemical influences in heating, cooling or potable water applications can be virtually excluded.
The influence of internal pressure is very low, especially for the max. pressure of 10 bar.
So only the linear deformation of pipes, precisely the expansion or contraction length of pipes, caused by temperature 
change will be regarded.

 Thermal expansion and contraction

The length change of a pipe depends on its material and on the amount of temperature difference. Each material has 
its own coefficient of linear thermal expansion (α), given in m/mK or in mm/mK.
The expansion (or contraction) ΔL can be calculated with the formula:
ΔL = L x α x ΔT
ΔL .............. change of length of pipe [mm]
L ................. length of pipe [m]
α ................ coefficient of linear thermal expansion [mm/mK]
ΔT .............. temperature difference [K]

In the table below you can see the coefficient of linear thermal expansion for several materials and the expansion of a 
pipe (length: 10 m) at a temperature difference of 60 K (installation: 10 °C, max. temperature of medium: 70 °C).

Material Coefficient α [mm/mK] Expansion of a pipe with 
10 m at ΔT of 60 K [mm]

Steel 0.012 7.2
Stainless steel 0.010 6.0
Iron cast 0.012 7.2
Copper 0.017 10.2
Polyethylene (PE) 0.200 120
Polypropylene (PP) 0.180 108
Polybutylene (PB) 0.150 90
PipeFix multilayer pipe 0.023 13.8

Diagram “Thermal expansion” for the aluminium multilayer pipe PipeFix
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Therm
ische Längenänderung

Durch fachgerechte Verlegung der Rohre werden die Rohrdehnungen kompensiert.

 Certificates

- ÖNORM EN ISO 21003
 Application class 1, Tmax = 80 ° C, Max. Permissible operating pressure pD = 10bar
 Application class 2, Tmax = 80 ° C, Max. Permissible operating pressure pD = 10bar
 Application class 4, Tmax = 70 ° C, Max. Permissible operating pressure pD = 10bar
 Application class 5, Tmax = 90 ° C, Max. Permissible operating pressure pD = 10bar (in DN 40 pD = 8bar)
- ÖVGW W 1.379
- DVGW DW - 8501BN0454
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 Force of expansion and shrinking

The length changes of plastic pipes are greater than the length changes of metal pipes.
On the contrary, the forces caused by metal pipes are much higher than those caused by plastic pipes. Because of 
the little forces caused by plastic pipes, we don’t have to observe the thermal length change, if the plastic pipes are 
embedded in gravel, plaster, screed or concrete.

Prevention of damages

We have to consider three types of assembly situations.
• Angled installation
• Junction
• Straight installation

 Angled installation

FP .............. clamp where pipe is fixed (fixed point)
GP ............. clamp where pipe can move (gliding point)
Lb............... length for bending [mm]
ΔL .............. change of length of pipe [mm]

Depending on ΔL (formula and diagram see above) a minimum length is required Lb from the angle to the next clamp, 
to allow the pipe to move so that a break can be avoided.
Lb can be calculated with the formula:

Lb =C× √(OD×ΔL )
Lb............... minimum length [mm]
C ................ constant (PipeFix: 33, PP 30, PE 26)
OD ............. outside diameter of the pipe [mm]
ΔL .............. change of length of pipe [mm]

Diagram for Lb for PipeFix
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HERZ Kunststo�-Aluminium-Verbundrohr

Biegeschenkel und Befestigungsabstände

 BS = c . √ Da . ∆l  c = 33 (dimensionslose Werksto�konstante)
serhoR sed ressemhcrudneßuA = aD  

gnurednänegnäL = l∆  

Dimension
(mm)

Abstand
B (m)

Dimension
(mm)

Abstand
B (m)

14 0,8 32 1,6
16 0,8 40 1,7

20 1 50 1,8

26 1,2 63 2

Aufnahme der Rohrdehnung bei langen Rohrleitungen
Dehnungsaufnahme durch U-Bogen, Biegeschenkel 

durch Berechnung oder aus Diagramm

Rohrdehnung bei Richtungsänderung
Biegeschenkel durch Berechnung oder

aus Diagramm

Dementsprechend sind bei frei verlegten Rohrleitungen 
oder bei Rohren in Schutzrohren ausreichende 

Biegeschenkel für die Kompensation einzuhalten. Bei 

Verlegung unter Putz oder im Estrich (Fußbodenheizung) wird 
die Ausdehnung radial aufgenommen. Der Biegeschenkel 
kann mit folgender Berechnung ermittelt werden.

Frei verlegte Rohre benötigen durch die Formstabilität keine 
unterstützenden Hilfsmittel wie Tragschalen, Stützrohre 
oder ähnliches. Die Unterstützungsabstände können der 
nachstehenden Tabelle entnommen werden. Rohrschellen 

aus Kunststo� oder Metall sollten eine Einlage aus Gummi 
oder weichen Material haben um eine Beschädigung 
des Rohres zu vermeiden und die Schallübertragung 
ausschließen.

Die Anordnung von Fixpunkten und Gleitlagern bei der 
Rohrverlegung ist sehr wichtig, damit ausreichende 
Biegeschenkel vorhanden sind. Für Richtungsänderungen 

sind Fittinge zu empfehlen, bzw. bei Dimensionen ab 
DN 32 unbedingt vorzusehen. Die Rohrdehnungen können 
durch Vorspannen des Rohres um 50%, halbiert werden.
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 Junction

FP .............. clamp where pipe is fixed
GP ............. clamp where pipe can move
Lb............... length for bending [mm]
ΔL .............. change of length of pipe [mm]

The calculation of Lb is given in the section above.
This assembly situation occurs, when you have a riser for several levels and junctions to each floor.
You can solve this problem in two ways.
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 Straight installation

Expansion compensation
There are two possibilities to compensate the change of length between two fixed clamps.
U-expansion bend or Z-expansion bend.

More common is the U-expansion bend.

The drawing above shows clearly, how a U-expansion bend works.
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You have a length L from the left to the right fixed clamp.
Therefore you can calculate ΔL.
Because you have two angles, each of them has to compensate ΔL/2.
For ΔL/2 you can calculate Lb.
The width of the U-expansion bend has to be Lb/2.

 Where to make a U-expansion bend
Pipes for cold water, insulated
If the difference between installation temperature and medium temperature is less than 10 K, the expansion will be 
very low. Therefore up to a length of 100 m no U-expansion bend is needed.
The pipe has to be insulated, so that it is guaranteed that the pipe doesn´t become warmer because of external influ-
ences (space heating, a near warm water pipe, ...).
If there is a junction or an angle, please ensure that the flexible section length Lb to the first clamp is observed.

 Pipes for warm water
Length max. 10 m
Up to a length of 10 m no U-expansion bend is needed.
A fixed clamp has to be installed appr. in the middle.
If there is a junction or an angle, please ensure that the flexible section length Lb to the first clamp is observed.
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Length > 10 m
Every 10 m a U-expansion bend should be installed.
Fixed clamps are at the U-expansion bend and in the middle between them.
If there is a junction or an angle, please ensure that the flexible section length Lb to the first clamp is observed.
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 Support intervals

Support intervals for freely suspended systems
The recommended support intervals can be found in the table below.
Plastic or metal pipe clamps should have a soft lining of rubber or another soft material, in order to avoid damage to the 
pipe and to reduce noise transmission.

Dimension
[Ø mm]

Support interval
[m]

Dimension
[Ø mm]

Support interval
[m]

14 0.8 32 1.6

16 0.8 40 1.7
20 1.0 50 1.8
26 1.2 63 2.0

Support intervals for not freely suspended systems
Pipes can be mounted on a concrete ceiling, under plaster or in a pre-wall-installation.
For pipes with Ø14-32 mm support intervals of 0.8 m and for pipes Ø40 mm and bigger support intervals of 1.2 m are 
recommended.

Support intervals for pipes in protective conduit
If pressure shocks cause movements of the pipes in the protective conduits, unwanted noise can occur. To avoid any 
unwanted noise, support intervals of 0.6 m are recommended.

 For example: 
Straight PipeFix-pipe installation with 60 m, Dim 32 mm, temperature difference 60 K
The fixed clamp at the U-expansion bend is not mentioned.

1) Fixed clamp at the beginning and at the end -> 1 U-expansion bend
->NOT TO BE RECOMMENDED!
L = 60 m
ΔL = 82.8 mm (calculated with α = 0.023 mm/mK)
ΔL/2 = 41.4 mm
Lb around 1200 mm (acc. to the diagram)
Lb/2 around 600 mm

2) Fixed clamp every 20 m -> 3 U-expansion bends
-> NOT TO BE RECOMMENDED!
L = 20 m
ΔL = 27.6 mm
ΔL/2 = 13.8 mm
Lb around 700 mm 
Lb/2 around 350 mm

3) Fixed clamp every 10 m -> 5 U-expansion bends
-> RECOMMENDED!
L = 10 m
ΔL = 13.8 mm
ΔL/2 = 6.9 mm
Lb around 450 mm 
Lb/2 around 225 mm

Please note 
The above guidance information is based on theoretical conditions, the installation of fixed points, of gliding points, of 
U-bends etc, depends on the maximum temperature difference and on the local conditions. All these things have to be 
observed by the planner and by the installer.
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 Bending radius

The pipe can be bent using a bending tool such as an inner or outer spring, or the usual bending tools or by hand. 
the minimum bending radius must always be adhered to. For DN 32 pipes or larger, fittings must always be used.

d Ø Radius with bending tool [mm] Radius without bending tool [mm]
10 20 50
14 28 70
16 32 80
18 36 90
20 40 100
26 130 260

32 - 63 HERZ PipeFix elbows HERZ PipeFix elbows

For a working environment temperature less than +5°C there is an increased risk of the pipe snapping or kinking 
during bending. For bending pipes under +5°C the relevant part of the pipe must be warmed up.

Pipe bends after a press fitting or clip must have a section of pipe 5 x DN between fitting and bend in order to 
avoid damage to the pipes. Where there are creases in the piping these sections must always be changed.

5 x D
N
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12

HERZ Kunststoff-Aluminium-Verbundrohr

Rohrreibungsdiagramm
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 Processing of HERZ pipes with HERZ fittings

The tube is cut to length at right angles with suitable tool. 
Suitable tools are commercial available pipe sears, pipe 
cutters and hacksaws. 

The pipe is trimmed and calibrated with a special tool 
suitable for its diameter. The resulting shavings must 
be removed from the end of the pipe. If the calibrator is 
fixed in a drilling machine, the maximum revolutions of 
10rpm must not be exceeded.

Placing the fitting on the pipe.
Check the correct pipe engagement through the vision 
ports on the press sleeve - the pipe must have fully 
engaged on the fitting and be visible in the ports.

 

 

Complete pressure sealing using a press device or 
manual press pliers. The pipes must be free of stress. 
The press procedure is complete if the jaws have been 
closed completely.

Press tools are precision tools and should be handled 
accordingly. HERZ PipeFix is pressed using the profile 
„TH“, so that the usual tools (hand press device, 
accupress device, etc.) can be used. Small „A“ intervals 
to the wall or floor are possible.

d Ø A [mm] d Ø A [mm] d Ø A [mm]
10 25 20 30 40 40
14 25 26 30 50 70
16 25 32 40 63 70

 

Checking the pressure sealing:
On the side of the press sleeves you can see two par-
allel, ring-shaped grooves with a bulge between them.

Non-detachable connections such as press fittings can be buried after installation (See local or national legislation 
for confirmation). Press connections are prohibited from being buried in floors in the District heating company of 
Vienna (Vienna‘s remote heating programme) area. To avoid corrosion to the fittings there must be galvanic sep-
aration from the concrete or masonry using moisture insulation. This insulation can, for example, be carried out 
using heat shrinking materials or corrosion protection tape. In case, compatibility with the pipe material and fitting 
must be checked.
PPSU fittings are to be protected against building materials, paints, foams and adhesives containing solvents.

A

A
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It is imperative that the stated pipe diameter and pipe wall thickness are adhered to when processing.

Connection resistance
Pipe 
dim.

Pipe bend Angles T-piece 
flow re-
direction 
one-way 
(1 into 2)

T-piece 
flow mixer 
(2 into 1)

T-piece flow 
re-director 
two-way 
(1 into 2)

T-piece 
flow collec-

tion 
(2 into 1)

Passage 
piece

wall an-
gles

Values in equivalent pipe lengths in m
14 0,70 1,50 1,30 1,60 1,70 1,70 1,00 1,40
16 0,60 1,40 1,20 1,50 1,60 1,60 0,90 1,30
18 0,55 1,20 0,90 1,40 1,50 1,50 0,70 1,20
20 0,50 1,10 0,60 1,30 1,40 1,40 0,50 1,10
26 0,40 1,00 0,50 1,20 1,30 1,30 0,40 -
32 0,30 0,80 0,30 1,00 1,10 1,10 0,30 -
40 0,26 0,76 0,28 0,95 1,00 1,00 0,26 -
50 0,22 0,72 0,26 0,90 0,95 0,95 0,22 -
63 0,18 0,70 0,24 0,85 0,90 0,90 0,18 -

To simplify the pipe network calculation the resist-
ance values of the fittings are given in equivalent pipe 
lengths. These pipe lengths are to be found in the 
above table and are added to the length of the pipe net-
work when calculating the pipe network.

∆pg = R × l + Z + ∆pv

∆pg ...  Total pressure loss in the heating circuit

R ... Pressure loss per running m of pipe [Pa/m]

l ... Pipe length in meter

Z ...  Sum of the individual resistances

∆pv ... Pressure losss of the heating circuit ther
                   mostatic valves

 Fittings
Technical specification

Maximal operation temperature 70 °C - 90 °C depending on the application class

Maximal operation termperature (max.1 year) 95 °C

Emergency operation temperature (max. 100 h) 100 °C

Maximal operation pressure 8 - 10 bar depending on the dimension

Maximal operation pressure (max. 1 year) 12 bar

Min. temperature, °С  -20 °C (when mounting: 0 ° C; with special precautions
 -10 °C)

Operating time 50 years (@ T ≤ 70 °C)

• Press contour: TH, machine manufacturer: REMS (in the delivery program)
• Axial force pressing machine: standard: 34 kN, mini tools: 24 kN
• Material fitting: drinking water acc. to UBA-list and 4MS-list or PPSU (green ring), heating CW602N (white ring)
• Material compression sleeve: stainless steel.
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HERZ Angle with external thread

Bestellnummer A, mm B, ″ L, mm H, mm D, mm Z, mm
T 7116 11 16 x 2 R 1/2 44 34 23 20
T 7120 11 20 x 2 R 1/2 50 34 27 20
T 7120 12 20 x 2 R 3/4 52 45 27 20
T 7126 12 26 x 3 R 3/4 56 45 33 32
T 7132 13 32 x 3 R 1 55 49 39 23
T 7140 14 40 x 3,5 R 1¼ 55 55 47 23
T 7150 14 50 x 4 R 1¼ 76 63 57 40
T 7163 16 63 x 4,5 R 2 83 70 70 47

HERZ Coupling

Order number A, mm L, mm D, mm Z, mm
T 7016 00 16 x 2 58 23 5
T 7020 00 20 x 2 58 27 5
T 7026 00 26 x 3 65 33 9
T 7032 00 32 x 3 65 39 9
T 7040 00 40 x 3,5 65 47 9
T 7050 00 50 x 4 97 57 13
T 7063 00 63 x 4,5 98 70 13
T 7075 00 75 x 5 106 82 7

HERZ Coupling, Reduced Coupling

Order number A, mm B, mm L, mm D1, mm D2, mm Z1, mm Z2, mm
T 7020 01 20 x 2 16 x 2 62 27 23 7 7
T 7026 01 26 x 3 16 x 2 65 33 23 9 9
T 7026 02 26 x 3 20 x 2 65 33 27 9 9
T 7032 01 32 x 3 16 x 2 65 39 23 9 9
T 7032 02 32 x 3 20 x 2 65 39 27 9 9
T 7032 06 32 x 3 26 x 3 65 39 33 9 9
T 7040 02 40 x 3,5 26 x 3 65 47 33 9 9
T 7040 03 40 x 3,5 32 x 3 65 47 39 9 9

B

L

H

A

Z

D
1

A

L

AD D

Z Z

A

L

BD
1

D
2

Z1 Z2



Page 15

HERZ PIPEFIX

Order number A, mm B, mm L, mm D1, mm D2, mm Z1, mm Z2, mm
T 7050 01 50 x 4 26 x 3 81 57 33 13 9
T 7050 02 50 x 4 32 x 3 81 57 39 13 9
T 7050 03 50 x 4 40 x 3,5 81 57 47 13 9
T 7063 01 63 x 4,5 26 x 3 82 70 33 13 9
T 7063 02 63 x 4,5 32 x 3 82 70 39 13 9
T 7063 03 63 x 4,5 40 x 3,5 82 70 47 13 9
T 7063 04 63 x 4,5 50 x 4 98 70 57 13 13
T 7075 02 75 x 5 50 x 4 102 82 57 7 13
T 7075 01 75 x 5 63 x 4,5 102 82 70 7 13

HERZ Press fitting end cap

Order number A, мм L, мм D, мм Z, мм
T 7016 10 16 x 2 31 23 7
T 7020 10 20 x 2 31 27 7
T 7026 10 26 x 3 33 33 9
T 7032 10 32 x 3 33 39 9
T 7040 10 40 x 3,5 33 47 9
T 7050 10 50 x 4 49 57 13
T 7063 10 63 x 4,5 49 70 13

HERZ Angle with internal thread

Order number A, mm B, in L, mm H, mm D, mm Z, mm
T 7116 21 16 x 2 Rp 1/2 44 34 23 20
T 7120 21 20 x 2 Rp 1/2 50 34 27 20
T 7120 22 20 x 2 Rp 3/4 52 45 27 28
T 7126 22 26 x 3 Rp 3/4 56 45 33 32
T 7132 23 32 x 3 Rp 1 55 49 39 31
T 7140 24 40 x 3,5 Rp 1¼ 55 55 47 31
T 7150 24 50 x 4 Rp 1¼ 76 63 57 40
T 7150 25 50 x 4 Rp 1½ 76 63 57 40
T 7163 26 63 x 4,5 Rp 2 83 70 70 47

HERZ T-piece

Order number A, mm L, mm H, mm D, mm Z, mm
T 7216 00 16 x 2 83 42 23 18
T 7220 00 20 x 2 83 42 27 18
T 7226 00 26 x 3 102 51 33 27
T 7232 00 32 x 3 106 53 39 29
T 7240 00 40 x 3,5 110 55 47 31
T 7250 00 50 x 4 152 76 57 40
T 7263 00 63 x 4,5 166 83 70 47
T 7275 00 75 x 5 198 99 83 53
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HERZ T-piece, reduced 

Order number A, mm B, mm C, mm L, mm H, mm D1, 
mm

D2, 
mm

D3, 
mm

Z1, 
mm

Z2, 
mm

Z3, 
mm

T 7216 03 16 x 2 20 x 2 16 x 2 83 42 23 27 23 18 18 18
T 7220 03 20 x 2 16 x 2 16 x 2 83 42 27 23 23 18 18 18
T 7220 01 20 x 2 16 x 2 20 x 2 83 42 27 23 27 18 18 18
T 7220 08 20 x 2 20 x 2 16 x 2 83 42 27 27 23 18 18 18
T 7220 06 20 x 2 26 x 3 20 x 2 102 51 27 33 27 27 27 27
T 7226 21 26 x 3  16 x 2 16 x 2 95 48 33 23 23 25 25 25
T 7226 03 26 x 3 16 x 2 26 x 3 97 49 33 23 33 25 25 25
T 7226 13 26 x 3  20 x 2 16 x 2 102 51 33 27 23 27 27 27
T 7226 14 26 x 3 20 x 2 20 x 2 102 51 33 27 27 27 27 27
T 7226 05 26 x 3 20 x 2 26 x 3 97 49 33 27 33 25 25 25
T 7226 16 26 x 3 26 x 3 16 x 2 112 56 33 33 23 32 32 32
T 7226 15 26 x 3 26 x 3 20 x 2 112 56 33 33 27 32 32 32
T 7226 17 26 x 3 32 x 3 26 x 3 106 53 33 39 33 29 29 29
T 7232 01 32 x 3 16 x 2 32 x 3 106 53 39 23 39 29 29 29
T 7232 04 32 x 3 20 x 2 32 x 3 106 53 39 27 39 29 29 29
T 7232 11 32 x 3 20 x 2 26 x 3 106 53 39 27 33 29 29 29
T 7232 09 32 x 3 26 x 3 26 x 3 106 53 39 33 33 29 29 29
T 7232 07 32 x 3 26 x 3 32 x 3 106 53 39 33 39 29 29 29
T 7232 15 32 x 3 32 x 3 20 x 2 106 53 39 39 27 29 29 29
T 7232 14 32 x 3 32 x 3 26 x 3 106 53 39 39 33 29 29 29
T 7232 10 32 x 3 40 x 3,5 32 x 3 106 53 39 47 39 29 29 29
T 7240 06 40 x 3,5 26 x 3 32 x 3 110 55 47 33 37 31 31 31
T 7240 02 40 x 3,5 26 x 3 40 x 3,5 110 55 47 33 47 31 31 31
T 7240 04 40 x 3,5 32 x 3 32 x 3 110 50 47 39 39 31 31 26
T 7240 03 40 x 3,5 32 x 3 40 x 3,5 110 55 47 39 47 31 31 31
T 7240 07 40 x 3,5 40 x 3,5 26 x 3 110 55 47 47 33 31 31 31
T 7240 08 40 x 3,5 40 x 3,5 32 x 3 110 55 47 47 39 31 31 31
T 7240 12 40 x 3,5 50 x 4 40 x 3,5 140 78 47 57 47 47 47 47
T 7250 03 50 x 4 26 x 3 50 x 4 152 62 57 33 57 40 40 38
T 7250 06 50 x 4 32 x 3 40 x 3,5 152 62 57 39 47 46 46 38
T 7250 01 50 x 4 32 x 3 50 x 4 152 62 57 37 57 40 40 38
T 7250 05 50 x 4 40 x 3,5 40 x 3,5 137 61 57 47 47 39 39 37
T 7250 02 50 x 4 40 x 3,5 50 x 4 152 59 57 47 57 40 40 35
T 7250 07 50 x 4 50 x 4 32 x 3 152 76 57 57 39 46 46 40
T 7250 08 50 x 4 50 x 4 40 x 3,5 152 76 57 57 47 46 46 40
T 7263 03 63 x 4,5 32 x 3 63 x 4,5 166 67 70 37 70 47 47 43
T 7263 04 63 x 4,5 40 x 3,5 50 x 4 166 67 70 47 57 47 47 43
T 7263 01 63 x 4,5 40 x 3,5 63 x 4,5 153 67 70 47 70 40 40 43
T 7263 05 63 x 4,5 50 x 4 50 x 4 166 83 70 57 57 47 47 47
T 7263 02 63 x 4,5 50 x 4 63 x 4,5 166 83 70 57 70 47 47 47
T 7263 06 63 x 4,5 63 x 4,5 40 x 3,5 150 83 70 70 47 45 45 47
T 7263 07 63 x 4,5 63 x 4,5 50 x 4 166 83 70 70 57 47 47 47
T 7263 07 63 x 4,5 63 x 4,5 50 x 4 166 83 70 70 57 47 47 47
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HERZ T-piece with external thread

Bestellnummer A, mm B, ″ L, mm H, mm D, mm Z, mm
T 7216 51 16 x 2 R 1/2 90 34 23 21
T 7220 51 20 x 2 R 1/2 91 34 27 22
T 7220 52 20 x 2 R 3/4 98 34 27 25
T 7226 51 26 x 3 R 1/2 112 38 33 32
T 7226 52 26 x 3 R 3/4 112 38 33 32
T 7226 53 26 x 3 R 1 112 43 33 32
T 7232 51 32 x 3 R 3/4 110 47 39 31
T 7232 52 32 x 3 R 1 110 47 39 31
T 7240 52 40 x 3,5 R 1 110 55 47 31
T 7240 53 40 x 3,5 R 1¼ 110 55 47 31
T 7250 53 50 x 4 R 1¼ 152 61 57 40
T 7250 54 50 x 4 R 1½ 152 61 57 40
T 7263 55 63 x 4,5 R 2 166 70 70 47

HERZ T-piece with internal thread

Order number A, mm B, in C, mm L, mm H, mm D1, mm D3, mm Z1, mm Z2, mm
T 7216 41 16 x 2 Rp 1/2 16 x 2 90 34 23 23 21 21
T 7220 41 20 x 2 Rp 1/2 20 x 2 91 34 27 27 22 22
T 7220 42 20 x 2 Rp 3/4 20 x 2 112 43 27 27 32 32
T 7226 42 26 x 3 Rp 1/2 20 x 2 112 38 33 27 32 32
T 7226 41 26 x 3 Rp 1/2 26 x 3 112 37 33 33 32 32
T 7226 44 26 x 3 Rp 3/4 26 x 3 112 43 33 33 32 32
T 7232 43 32 x 3 Rp 1/2 32 x 3 110 47 39 39 31 31
T 7232 41 32 x 3 Rp 3/4 32 x 3 110 47 39 39 31 31
T 7232 42 32 x 3 Rp 1 32 x 3 110 47 39 39 31 31
T 7232 44 32 x 3 Rp 1¼ 32 x 3 125 55 39 39 39 39
T 7240 41 40 x 3,5 Rp 1 40 x 3,5 110 55 47 47 31 31
T 7240 42 40 x 3,5 Rp 1¼ 40 x 3,5 110 55 47 47 31 31
T 7250 42 50 x 4 Rp 1¼ 50 x 4 152 63 57 57 40 40
T 7250 43 50 x 4 Rp 1½ 50 x 4 152 63 57 57 40 40
T 7263 44 63 x 4,5 Rp 2 63 x 4,5 166 70 70 70 47 47

B

A AD D

Z Z
L

H

B

A CD
1

Z1 Z2
L

D
3

H



Page 18

HERZ PIPEFIX

HERZ 90° angle

Order number A, mm L, mm H, mm D, mm Z, mm
T 7116 00 16 x 2 39 39 23 15
T 7120 00 20 x 2 42 42 27 18
T 7126 00 26 x 3 51 51 33 27
T 7132 00 32 x 3 55 55 39 31
T 7140 00 40 x 3,5 58 58 47 34
T 7150 00 50 x 4 76 76 57 40
T 7163 00 63 x 4,5 83 83 70 47
T 7175 00 75 x 5 99 99 83 53

Angle 45 °

Order number A, mm H, mm D, mm Z, mm
T 7126 01 26 x 3 54 33 30
T 7132 01 32 x 3 56 39 32
T 7140 01 40 x 3,5 56 47 32
T 7150 01 50 x 4 78 57 35
T 7163 01 63 x 4,5 85 70 41

Wall angle long

Order 
number

A, mm D, mm B, in L, mm H1, mm H2, mm Z, mm

Т 7116 41 16 x 2 23 Rp 1/2 45 61 78 21
Т 7120 41 20 x 2 27 Rp 1/2 45 61 78 21
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Junction press fitting screw connection, flat-sealing

Order number A, mm B, in L, mm D, mm Z, mm
T 7016 41 16 x 2 G 3/4 42 23 19
T 7016 42 16 x 2 G 1 35 23 12
T 7020 41 20 x 2 G 3/4 42 27 19
T 7020 42 20 x 2 G 1 35 27 12
T 7026 41 26 x 3 G 3/4 42 33 19
T 7026 42 26 x 3 G 1 35 33 12
T 7026 43 26 x 3 G 1¼ 35 33 12
T 7032 42 32 x 3 G 1 46 35 23
T 7032 43 32 x 3 G 1¼ 35 39 12
T 7032 44 32 x 3 G 1½ 36 39 14
T 7040 44 40 x 3,5 G 1½ 47 47 24
T 7040 43 40 x 3,5 G 1¼ 43 47 21
T 7040 45 40 x 3,5 G 2 38 47 15
T 7050 44 50 x 4 G 1½ 75 57 32
T 7050 45 50 x 4 G 2 75 57 32

Screw connection with cone, nickel-plated 
Order number A, mm B, in L, mm D, mm Z, mm

P 7016 86 16 x 2 M 22 x 1,5 47 23 25
P 7016 90 16 x 2 G 1/2 47 23 25
P 7016 82 16 x 2 G 3/4 47 23 25
P 7020 90 20 x 2 G 1/2 50 27 27
P 7020 82 20 x 2 G 3/4 50 27 27

Screw connection with cone, unfinished

Order number A, mm B, in L, mm D1, mm Z, mm
T 7016 81 16 x 2 G 3/4 50 23 27
T 7020 81 20 x 2 G 3/4 50 27 27

Angle screw connection

Order number A, mm B, in L, mm H, mm D, mm Z, mm
P 7116 14 16 x 2 G 3/4 44 33 23 22
P 7120 14 20 x 2 G 3/4 44 33 27 22
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Angle screw connection with MT

Order number A, mm B, in L, mm H, mm D, mm Z, mm L1, mm
T 7116 71 16 x 2 R 1/2 67 44 23 20 33
T 7120 71 20 x 2 R 1/2 67 46 27 20 33
T 7120 72 20 x 2 R 3/4 67 46 27 20 33
T 7126 73 26 x 3 R 1 79 46 33 27 36
T 7132 74 32 x 3 R 1¼ 95 55 39 31 43

Angle screw connection with FT

Order number A, mm B, in L, mm H, mm D, mm Z, mm L1, mm
T 7116 81 16 x 2 Rp 3/4 64 44 23 20 30
T 7120 81 20 x 2 Rp 1/2 64 46 27 20 30
T 7120 82 20 x 2 Rp 3/4 64 46 27 20 30
T 7126 83 26 x 3 Rp 1 80 46 33 27 35
T 7132 84 32 x 3 Rp 1¼ 95 55 39 31 43

Press fitting screw connection with MT flat-sealing

Order number A, mm B, in L, mm D, mm Z, mm L1, mm
T 7016 61 16 x 2 R 1/2 75 23 12 33
T 7016 62 16 x 2 R 3/4 61 23 19 33
T 7020 61 20 x 2 R 1/2 75 27 12 33
T 7020 62 20 x 2 R 3/4 61 27 19 33
T 7026 62 26 x 3 R 3/4 61 33 19 33
T 7026 63 26 x 3 R 1 71 33 35 36
T 7032 63 32 x 3 R 1 71 39 35 36
T 7040 64 40 x 3,5 R 1¼ 86 47 43 43
T 7050 65 50 x 4 R 1½ 119 57 75 44
T 7063 66 63 x 4,5 R 2 119 70 75 44
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Press fitting screw connection with FT, flat-sealing

Order number A, mm B, in L, mm L1, mm D1, mm Z, mm
T 7016 71 16 x 2 Rp 1/2 72 30 23 19
T 7016 72 16 x 2 Rp 3/4 72 30 23 19
T 7020 71 20 x 2 Rp 1/2 72 30 27 19
T 7020 72 20 x 2 Rp 3/4 72 30 27 19
T 7026 72 26 x 3 Rp 3/4 72 30 33 19
T 7026 73 26 x 3 Rp 1 70 35 33 12
T 7032 73 32 x 3 Rp 1 70 35 39 12
T 7040 74 40 x 3,5 Rp 1¼ 86 43 47 21
T 7050 75 50 x 4 Rp 1½ 120 45 57 32
T 7063 76 63 x 4,5 Rp 2 121 45 70 32

Press fitting screw connection coupling, flatsealing

Order number A, mm B, in L, mm D, mm Z1, mm Z2, mm
T 7016 51 16 x 2 G 3/4 90 23 27 19
T 7020 51 20 x 2 G 3/4 90 27 27 19
T 7026 52 26 x 3 G 1 85 33 27 12
T 7032 53 32 x 3 G 1¼ 85 39 27 12
T 7040 53 40 x 3,5 G 1¼ 93 47 27 21
T 7050 55 50 x 4 G 2 157 57 36 32

Junction with male thread

Order number A, mm B, in L, mm D1, mm Z, mm
T 7016 11 16 x 2 R 1/2 54 23 5
T 7016 12 16 x 2 R 3/4 54 23 5
T 7020 11 20 x 2 R 1/2 54 27 5
T 7020 12 20 x 2 R 3/4 54 27 5
T 7026 12 26 x 3 R 3/4 54 33 5
T 7026 13 26 x 3 R 1 54 33 5
T 7032 13 32 x 3 R 1 54 39 5
T 7032 14 32 x 3 R 1¼ 54 39 5
T 7040 13 40 x 3,5 R 1 59 47 5
T 7040 14 40 x 3.5 R 1¼ 59 47 5
T 7050 14 50 x 4 R 1¼ 83 57 12
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Order number A, mm B, in L, mm D1, mm Z, mm
T 7050 15 50 x 4 R 1½ 83 57 12
T 7063 16 63 x 4.5 R 2 92 70 12
T 7075 16 75 x 5 R 2 96 83 12
T 7075 18 75 x 5 R 2½ 96 83 12

Junction with female thread

Order number A, mm B, in L, mm D, mm Z, mm
T 7016 21 16 x 2 Rp 1/2 53 23 5
T 7020 21 20 x 2 Rp 1/2 53 27 5
T 7020 22 20 x 2 Rp 3/4 55 27 5
T 7026 22 26 x 3 Rp 3/4 55 33 5
T 7026 23 26 x 3 Rp 1 56 33 5
T 7032 23 32 x 3 Rp 1 56 39 5
T 7032 24 32 x 3 Rp 1¼ 64 39 5
T 7040 23 40 x 3,5 Rp 1 56 47 7
T 7040 24 40 x 3.5 Rp 1¼ 64 47 7
T 7050 24 50 x 4 Rp 1¼ 76 57 12
T 7050 25 50 x 4 Rp 1½ 76 57 12
T 7063 26 63 x 4,5 Rp 2 92 70 12

Non-crossing T-piece

Order number H, mm h, mm B, in L, mm l, mm
P 7200 31 99 50 Rp 1/2 120 50

Box for non-crossing T-piece FT 1/2 (plastic)

Order number A, mm B, mm H, mm
P 1020 21 120 120 60

Screw-in part R 1/2, O-ring sealing, for non-crossing T-piece

Order number A, mm B, in L, mm D, mm Z, mm
P 7016 18 16 x 2 G 1/2 46 23 5
P 7020 18 20 x 2 G 1/2 46 27 5
P 7026 18 26 x 3 G 1/2 46 33 5
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Wall angle short

Order 
number

A, mm D1, 
mm

B, in L, 
mm

H1, 
mm

H2, 
mm

Z, 
mm

Т 7116 31 16 x 2 23 Rp 1/2 44 52 17 22
Т 7120 31 20 x 2 27 Rp 1/2 44 52 17 22
Т 7120 32 20 x 2 27 Rp 3/4 50 53 21 28
T 7126 32 26 x 3 33 Rp 3/4 50 53 21 28

Flush cistern T-piece

Order number A, mm B, in L, mm H, mm D, mm Z1, mm
T 7216 61 16 x 2 Rp 1/2 120 28 23 32
T 7220 61 20 x 2 Rp 1/2 120 28 27 32

Flush cistern angle

Order number A, mm B, in L, mm H, mm D, mm Z, mm
T 7116 61 16 x 2 Rp 1/2 55 28 23 20
T 7120 61 20 x 2 Rp 1/2 55 28 27 20

Wall bushing angle

Order number A, mm D, mm B, in L, mm H1, mm H2, mm Z, mm
T 7116 51 16 x 2 23 Rp 1/2 46 52 18 25
T 7116 52 16 x 2 23 Rp 1/2 46 78 17 25
T 7120 52 20 x 2 27 Rp 1/2 46 78 17 25

Wall angle double U

Order number A, mm B, in D, mm L1, mm L2, mm Z, mm H, mm X, mm
P 7116 36 16 x 2,0 Rp 1/2 23 50 82 34 39 40
P 7120 36 20 x 2,0 Rp 1/2 27 50 82 34 39 40
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Copper radiator connection, nickel-plated, elbow

Order number А, mm D, mm Z, mm В, mm Н, mm L, mm
P 7216 91 16x2 23 68 15 300 90
P 7216 92 16x2 23 68 15 1100 90
P 7220 91 20x2 27 68 15 300 90
P 7220 92 20x2 27 68 15 1100 90

Copper radiator connection, nickel-plated, T-pieces

Order number A, mm D, mm Z, mm В, mm Н, mm h, mm L, mm l, mm
P 7116 91 16x2 23 39 15 300 50 82 20
P 7116 92 16x2 23 39 15 1100 50 82 20
P 7120 91 20x2 27 39 15 300 50 82 20
P 7120 92 20x2 27 39 15 1100 50 82 20

 Calibration tools
Calibration tools for HERZ-pipe, with lever, or using with cordless screwdriver.

Pipe Ø Calibration tool 
with lever

Calibration tool for 
cordless screwdri-

ver
Pipe Ø Calibration tool 

with lever

Calibration tool for 
cordless screwdri-

ver
10 x 1,3 3 F010 11 - 40 x 3,5 P 2011 80 P 2010 80
16 x 2 P 2011 74 P 2010 74 50 x 4 P 2011 83 P 2010 83
20 x 2 P 2011 76 P 2010 76 63 x 4,5 P 2011 87 P 2010 87
26 x 3 P 2011 78 P 2010 78 75 x 5 P 2010 91
32 x 3 P 2011 79 P 2010 79
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HERZ PIPEFIX

 Pressfittings PPSU

90° angle

Order number A, mm L, mm H, mm D, mm Z, mm
R 6116 00 16 x 2 40 40 23 17
R 6120 00 20 x 2 43 43 27 20
R 6126 00 26 x 3 47 47 33 24

T-piece

Order number A,mm L, mm H, mm D, mm Z, mm
R 6216 00 16 x 2 80 40 23 17
R 6220 00 20 x 2 86 43 27 20
R 6226 00 26 x 3 94 47 33 24

T-piece, middle branch reduced

Order 
number

A, 
mm

B, 
mm

С, 
mm

L, 
mm

H, 
mm

D1, 
mm

D2, 
mm

Z1, 
mm

Z2, 
mm

Z3, 
mm

R 6220 01 20 x 2  16 x 2 20 x 2 80 43 27 23 17 17 43
R 6226 03 26 x 3 16 x 2 26 x 3 86 47 33 23 17 12 47
R 6226 05 26 x 3 20 x 2 26 x 3 94 47 33 27 20 20 47
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T-piece, expanded/reduced

Order num-
ber

A, mm B, mm C, mm L, 
mm

H, 
mm

D1, 
mm

D2, 
mm

D3, 
mm

Z1, 
mm

Z2, 
mm

Z3, 
mm

R 6216 03 16 x 2 20 x 2 16 x 2 86 40 23 27 23 20 20 17
R 6220 03 20 x 2 16 x 2 16 x 2 80 43 27 23 23 17 17 20
R 6220 08 20 x 2 20 x 2 16 x 2 86 43 27 27 23 20 20 20
R 6220 06 20 x 2 26 x 3 20 x 2 94 43 27 33 27 24 24 20
R 6226 11 26 x 3 16 x 2 20 x 2 80 47 33 23 27 17 17 24
R 6226 13 26 x 3 20 x 2 16 x 2 86 47 33 27 23 20 20 24
R 6226 14 26 x 3 20 x 2 20 x 2 86 47 33 27 27 20 20 24
R 6226 16 26 x 3 26 x 3 16 x 2 94 47 33 33 23 24 24 24
R 6226 15 26 x 3 26 x 3 20 x 2 94 47 33 33 27 24 24 24

Coupling
Order number A, mm L, mm D1, mm Z1, mm Z2, mm

R 6016 00 16 x 2 54 23 4 4
R 6020 00 20 x 2 54 27 4 4
R 6026 00 26 x 3 54 33 4 4

Reduction
Order number A, 

mm
B, 

mm
L, 

mm
D1, 
mm

D2, 
mm

Z1, 
mm

Z2, 
mm

R 6020 01 20 x 2 16 x 2 54 27 23 4 4
R 6026 01 26 x 3 16 x 2 54 33 23 4 4
R 6026 02 26 x 3 20 x 2 54 33 27 4 4

 Recycling and disposal

Both the pipes and press fittings and the corresponding transport packaging largely consist of raw materials suitable 
for recycling.

Your pipes and press fittings are not suitable for disposal with household waste. Ensure that your device and any avail-
able accessories are submitted for appropriate disposal.

 Material
Pursuant to Article 33 of the REACH Regulation (EC No. 1907/2006), we are obliged to point out that the material lead 
is listed on the SVHC list and that all brass components manufactured in our products exceed 0.1 % (w / w) lead (CAS: 
7439-92-1 / EINECS: 231-100-4). Since lead is a component part of an alloy, actual exposure is not possible and there-
fore no additional information on safe use is necessary.

All specifications and information within this document are reflecting the information available at the time of going to print and meant for informational purpose only. Herz Armaturen 
reserves the right to modify and change products as well as its technical specifications and/or it function according to technological progress and requirements. All diagrams are 
indicative in nature and do not to be complete. It is understood that all images of Herz products are symbolic representations and therefore may visually differ from the actual 
produc Colours may differ due to printing technology used. In case of any further questions don’t hesitate to contact your closest HERZ Branch-Office.
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